
Airport Obstructions & Land Use 



FAA Airports GIS AC 150/5300-18c 

ÁPart 77 Clearance?? 



FAA Airports GIS AC 150/5300-18c 

ÁMore Guidance to ADO 



FAA Airports GIS AC 150/5300-18c 
ÁAccuracies?? 



FAA Airports GIS AC 150/5300-18c 
ÁData to Be Collected (Attribution) 



FAA Airports GIS AC 150/5300-18c 
ÁData to Be Collected (Attribution) 



FAA Collection Requirements and 

Discussion 
ÁReporting guidance not sufficient and currently being 

discussed at FAA HQ level to update 



FAA Collection Requirements and 

Discussion 
ÁReporting guidance not sufficient and currently being 

discussed at FAA HQ level to update 



Objects Reported Per FAA 18b 

Requirements Not Enough 
Â MDAD Requires All Man-Made & Vegetation Objects that 

Penetrate 18b Surfaces to be Reported in 18b Format & 

Delivered to MDAD FAA Standards Example 

Airport Needs 



Penetration to Zoning Surface 

ACA Survey (October 16, 2014) 

Å Penetration to 709ô Zoning District 

Å Survey Height 714.19ô 
(Exceeds by 5.19ô) 
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TWO MAJOR UPDATES RELEASED MARCH 14, 2016 

ORDERS DEFINE CLEARANCE 
SURFACES FOR THESE 

COMMON PROCEDURES: 

ILS / LOC / VOR / NDB /  
SDF / LDA / RADAR / 

DEPARTURES & 
HELICOPTER PROCEDURES  

 
 
 
 

LPV / VNAV / LNAV / RNP & 
RNAV DEPARTURES 



bh¢L/9Υ  bh¢ ά/ƘŀƴƎŜ нтέ Χ w!¢I9w Φо. ǘƻ Φо/ ŀƴŘ Φру ǘƻ Φру! 
therefore a complete rewrite/reformatting of the Orders 



Many Interim Policies since last change are incorporated 
Example: Visibility Surface 

OLD:   
Å CAT C/D/E USED WIDER SURFACE 

AND SPLAY. 
Å STRAIGHT-IN WIDER THAN CIRCLING 

NEW: 
Å NOW ALL CATEGORIES USE SAME 

(NARROWER CIRCLING) SURFACE 


